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13. DESCRIPTION OF REVISION

Change #1
Delete Note 1:

Change #2
Add: DISTRIBUTION STATEMENT A. APPROVED FOR PUBLIC RELEASE; DISTRIBUTION UNLIMITED.

Change #3
Change Note 2 to read:

ILLUMINATION, DURATION AND COLOR: (NOTE 38)
ILLUMINATION: — 9000 CANDLEPOWER MIN.:
DURATION — 8.5 + 2.0 SECONDS (TIMES APPLY AT THE TIME OF BALLISTIC TESTING).
COLOR: THE DOMINANT WAVELENGHT SHALL BE 540nm + 20nm (NOTE 37)
THE EXCITATION PURITY SHALL BE 50% MIN. (NOTE 37)

Change #4

Note 3:

Replace “143-7-4" with “13010441".

Change #5

Note 8: Change “MIL-P-20307" to “Dwg. 13010442"

Change #6

Change Note 9 to read:

BINDER COMPOSITION:

COMPOSITION PERCENTAGES BY WEIGHT
LAMINAC 4116 (NOTE 15)......ccoveveinnnnnn. 98.5% +0.2%
LUPERSOL DDM (NOTES 13, 16).............. 1.5% £0.1%
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Change #7
Change Note 14 to read:

SUGGESTED SOURCE: FISHER LABORATORY EQUIPMENT DIVISION
600 BUSINESS CENTER DRIVE
PITTSBURGH, PA 15205

Change #8
Change Note 15 to read:

SUGGESTED SOURCE: ASHLAND CHEMICAL COMPANY
5200 BLAZER PARKWAY
DUBLIN, OH 43017

Change #9
Change Note 16 to read:

SUGGESTED SOURCE: ATOFINA CHEMICALS, INC.
2000 MARKET STREET
PHILIDELPHIA, PA 19103-3222

Change #10
Delete Note 17.

Change #11

Add note 37.

“NOTE 37 - THE DOMINANT WAVELENGTH AND PURITY VALUES ARE CALCULATED FOR THE WAVELENGTHS
OF 397-673 NM. THESE VALUES ARE ALWAYS CALCULATED AND DISPLAYED RELATIVE TO THE CIE 1931 2°
STANDARD OBSERVER AND ILLUMINANT C REGARDLESS OF THE SELECTED ILLUMINANT AND OBSERVER. IN
ORDER TO DERIVE THE DOMINANT WAVELENGTH AND EXCITATION PURITY FOR A SAMPLE, PLOT THE
POSITION OF THE ILLUMINANT C — OBJECT COLOR COMBINATION ON THE CIEx,y = CHROMATICITY
DIAGRAM. THE DOMINANT WAVELENGTH FOR SAMPLE S UNDER ILLUMINANT C IS FOUND BY DRAWING A
STRAIGHT LINE FROM THE ILLUMINANT C POINT THROUGH S TO THE SPECTRUM LOCUS, WHERE IT
INTERSECTS AT THE DOMINANT WAVELENGTH. EXCITATION PURITY IS THE DISTANCE FROM ILLUMINANT C
TO S COMPARED TO THE TOTAL DISTANCE FROM ILLUMINANT C TO THE SPECTRUM LOCUS.”

Change #12
Add note 38:
NOTE 38 — TESTING SHALL BE PERFORMED IN A TUNNEL SIMILAR TO DWG. 13010443 WHICH IS PROVIDED AS

A REFERENCE ONLY.



